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1
METHOD FOR EFFICIENTLY
TRANSMITTING SIGNAL IN
MULTI-ANTENNA WIRELESS
COMMUNICATION SYSTEM AND
APPARATUS FOR SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is the National Stage filing under 35
U.S.C. 371 of International Application No. PCT/KR2014/
001512, filed on Feb. 25, 2014, which claims the benefit of
U.S. Provisional Application Nos. 61/769,147, filed on Feb.
25,2013 and 61/774,569, filed on Mar. 7, 2013, the contents
of which are all hereby incorporated by reference herein in
their entirety.

FIELD OF THE INVENTION

The present invention relates to a wireless communication
system and, more particularly, to a method for efficiently
transmitting a signal in a multi-antenna wireless communi-
cation system and apparatus for the same.

BACKGROUND ART

MIMO (multiple input multiple output) refers to a method
for improving transmission/reception data efficiency using a
plurality of transmit (Tx) antenna and a plurality of receive
(Rx) antennas instead of a single Tx antenna and a single Rx
antenna. That is, MIMO is a scheme in which a transmitting
end or a receiving end of a wireless communication system
improves capacity or enhances performance using multiple
antennas. MIMO may be referred to as multi-antenna tech-
nology.

To support multi-antenna transmission, a precoding matrix
for appropriately distributing transmission information to
antenna s according to channel state can be applied. 3GPP
(3rd Generation Partnership Project) LTE (Long Term Evo-
Iution) supports a maximum of 4 Tx antennas (4Tx) for down-
link transmission and defines a precoding codebook for
downlink transmission using the Tx antennas.

In a MIMO based cellular communication environment,
data transfer rate can be improved through beamforming
between a transmitting end and a receiving end. Whether
beamforming is applied is determined based on channel
information, a channel estimated through a reference signal at
the receiving end is appropriately quantized using a codebook
and fed back to the transmitting end.

A description will be given of a spatial channel matrix (or
channel matrix) which can be used to generate a codebook.
The spatial channel matrix (or channel matrix) can be repre-
sented as follows.

Ry (i k) hya(is k) By (s k)

. ha (i k) M k) o, e (i, K)
H(, k) = : : :

Iy (8 k) Bna(8 k) oo By (i, k)

Here, H(i,k) represents a spatial channel matrix, N, denotes
the number of Rx antennas, N, denotes the number of Tx
antennas, r is an Rx antenna index, t is a Tx antenna index, i
represents an OFDM (or SC-FDMA) symbol index and k
represents a subcarrier index.
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2

h, (k) is an element of the channel matrix H(i,k) and
represents an r-th channel state and a t-th antenna correspond-
ing to an i-th symbol and k-th subcarrier.

In addition, a spatial channel covariance matrix which can
be used in the present invention will now be briefly described.
The spatial channel covariance matrix can be represented by
R.

R =E[HY Hyy

where H denotes a spatial channel matrix and R denotes a
spatial channel covariance matrix. In addition, E[] represents
the mean, i represents a symbol index and k represents a
frequency index.

SVD (Singular Value Decomposition) is a method for
decomposing a rectangular matrix, which is widely used in
signal processing and statistics. SVD is to normalize matrix
spectrum theory for an arbitrary rectangular matrix. An
orthogonal square matrix can be decomposed into diagonal
matrices using an Eigen value as a basis using spectrum
theory. When it is assumed that the channel matrix H is an
mxn matrix composed of a plurality of set elements, the
matrix H can be represented as a product of three matrices as
follows.

H,

v H
mxn mxn ¥ nxn

=U, pm>

i

Here, U and V represent unitary matrices and denotes an
mxn matrix including a non-zero singular value. The singular
value is 2=diag(o;, ... 0,), oﬁ/xi. Representation as a prod-
uct of three matrices is referred to as SVD. SVD can handle
normal matrices, compared to Figen value decomposition
which can decompose only orthogonal square matrices. SVD
and Eigen value composition are related to each other.

When the matrix H is a positive definite Hermitian matrix,
all Eigen values of H are non-negative real numbers. Here,
singular values and singular vectors of H are equal to Eigen
values and Eigen vectors of H. Eigen value decomposition
(EVD) can be represented as follows (here, Eigen values may
beA,...,A).

HHA=(UZV( UV =Uss T

HIA=(UZVHH Uz =ysTsy

Here, FEigen values can be A, . . . , A,. Information on U
between U and V, which indicate channel directions, can be
known through singular value decomposition of HH? and
information on V can be known through singular value
decomposition of HZH. In general, a transmitting end and a
receiving end respectively perform beamforming in order to
achieve higher throughput in multi-user MIMO (MU-
MIMO). When a receiving end beam and a transmitting end
beam are represented by matrices T and W, a channel to which
beamforming is applied is indicated by THW=TUZ)VW.
Accordingly, it is desirable to generate the receiving end
beam on the basis of U and to generate the transmitting end
beam on the basis of V in order to accomplish higher through-
put.

In designing a codebook, itis necessary to reduce feedback
overhead using as few bits as possible and to correctly quan-
tize a channel to obtain a sufficient beamforming gain. One of
codebook design schemes presented or adopted as a standard
by recent mobile communication systems, such as 3GPP LTE
(3rd Generation Partnership Project Long Term Evolution),
LTE-Advanced and IEEE 16m, is to transform a codebook
using a long-term covariance matrix of a channel, as repre-
sented by Equation 1.

W'=norm(RW) [Equation 1]
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Here, W denotes an existing codebook generated to reflect
short-term channel information, R denotes a long-term cova-
riance matrix of channel matrix H, norm(A) represents a
matrix in which norm is normalized into 1 per column of
matrix A, and W' represents a final codebook generated by
transforming the codebook W using the channel matrix H, the
long-term covariance matrix R of the channel matrix H and a
norm function.

The long-term covariance matrix R of the channel matrix H
can be represented as Equation 2.

Nt
R=FE[HYH] = VAVH = Z ol
i=1

[Equation 2]

Here, the long-term covariance matrix R of the channel
matrix H is decomposed into VAV# according to singular
value decomposition. V is an NtxNt unitary matrix having V,
as an i-th column vector, A is a diagonal matrix having o, as
ani-th diagonal component and V is a Hermitian matrix of V.
In addition, o, and V, respectively denote an i-th singular
value and an i-th singular column vector corresponding
thereto (0,20,= . . . 20,,).

DETAILED DESCRIPTION OF THE INVENTION
Technical Objects

A technical object of the present invention is to provide an
efficient feedback transmission method in a wireless commu-
nication system and a device for the same.

The technical objects of the present invention will not be
limited only to the objects described above, and, accordingly,
other technical objects that have not been mentioned above
may become apparent to those having ordinary skill in the art
from the description presented below.

Technical Solutions

In order to achieve the above-described problem, accord-
ing to an aspect of the present invention, a method for a
transmitting end transmitting a signal in a wireless commu-
nication system supporting a multi-antenna includes a step of
transmitting a downlink signal based on a precoding matrix
(W) for an antenna comprising a plurality of antenna ele-
ments aligned perpendicularly, wherein the precoding matrix
(W) corresponds to a codebook configured so that phase
increase is limited with respect to a plurality of precoding
vector values populating a same column.

In order to achieve the above-described problem, accord-
ing to another aspect of the present invention, a base station
transmitting a signal in a wireless communication system
supporting a multi-antenna includes a Radio Frequency Unit
(RF Unit); and a Processor, wherein the Processor is config-
ured to transmit a downlink signal based on a precoding
matrix (W) for an antenna comprising a plurality of antenna
elements aligned perpendicularly, wherein the precoding
matrix (W) corresponds to a codebook configured so that
phase increase is limited with respect to a plurality of precod-
ing vector values populating a same column.

Advantageous Effects

According to an exemplary embodiment of the present
invention, an efficient feedback transmission method in a
wireless communication system and a device for the same
may be provided.
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The effects of the present invention will not be limited only
to the effects described above, and, accordingly, other effects
that have not been mentioned above may become apparent to
those having ordinary skill in the art from the description
presented below.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included as a part
of'the detailed description in order to provide a further under-
standing ofthe present invention, provide exemplary embodi-
ments of the present invention and describe the technical
aspects of the present invention along with the detailed
description.

FIG. 1 illustrates a general view of an E-UMTS network
structure as an example of a communication system.

FIG. 2 illustrates structures of a base station (105) and a
user equipment (110) in a wireless communication system
(100).

FIG. 3 illustrates a schematic view of a general multi-
antenna (MIMO) communication system.

FIG. 4 illustrates a basic concept of codebook based pre-
coding.

FIG. 5 illustrates examples for configuring 8 transmission
antennae.

FIG. 6 illustrates an active antenna system (AAS).

FIG. 7 illustrates exemplary antenna elements of horizon-
tal/vertical directions.

FIG. 8 illustrates a referential view of a case of adjusting
beamforming according to the present invention.

FIG. 9 illustrates a referential view of an application
example ofthe present invention respective to a case of 4 main
beams.

FIG. 10 illustrates a referential view of an exemplary
embodiment having the present invention applied thereto.

BEST MODE FOR CARRYING OUT THE
PRESENT INVENTION

Hereinafter, the preferred embodiments of the present
invention will now be described in detail with reference to the
accompanying drawings. The detailed description of the
present invention that is to be disclosed along with the
appended drawings is merely given to provide to describe the
exemplary embodiment of the present invention, and, there-
fore, the embodiments presented in this specification do not
correspond to the only embodiments that can be realized
according to the present invention. The following description
of the present invention shall include the description of
detailed features of the present invention in order to provide
full and complete understanding of the present invention.
However, it will be apparent to those skilled in the art that the
present invention can be realized even without the detailed
features described herein. For example, although the follow-
ing description will be made based on a mobile communica-
tion system corresponding to a 3GPP LTE system, the fol-
lowing description can be applied to other mobile
communication systems except for the unique features of
3GPP LTE.

In some cases, in order to avoid any ambiguity in the
concept (or idea) of the present invention, some of the struc-
tures and devices disclosed (or mentioned) in the present
invention may be omitted from the accompanying drawings
of the present invention, or the present invention may be
illustrated in the form of a block view focusing only on the
essential features or functions of each structure and device.
Additionally, throughout the entire description of the present
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invention, the same reference numerals will be used for the
same elements of the present invention.

Furthermore, in the following description, it will be
assumed that UE will collectively refer to mobile or fixed
user-end devices, such as a UE (User Equipment), MS (Mo-
bile Station), AMS (Advanced Mobile Station), and so on.
Additionally, it will also be assumed that the base station will
collectively refer to an arbitrary node of a network end com-
munication with the UE, such as Node B, eNode B, Base
Station, AP (Access Point), and so on.

In the mobile communication station, the UE (User Equip-
ment) may receive information from the BS via Downlink,
and the UE may also transmit information via Uplink. The
information being transmitted or received by the UE may
correspond to data and diverse control information, and
diverse physical channel exist in accordance with different
purposes of the information being transmitted or received by
the UE.

As an example of a communication system to which the
present invention may be applied, a 3GPP LTE (3" Genera-
tion Partnership Project Long Term Evolution; hereinafter
referred to as “LTE”), LTE-Advanced (hereinafter referred to
as ‘LTE-A’) communication system will now be generally
described.

FIG. 1 illustrates a general view of an E-UMTS network
structure as an example of a communication system.

The E-UMTS (Evolved Universal Mobile Telecommuni-
cations System) corresponds to a system evolved from the
conventional (or legacy) UMTS (Universal Mobile Telecom-
munications System). The 3GPP is presently carrying out a
basic standardization process for the E-UMTS. Generally, the
E-UMTS may also be referred to as an LTE (Long Term
Evolution) system. For details of the technical specifications
of the UMTS and the E-UMTS, reference may be made to
Release 7 and Release 8 of “3rd Generation Partnership
Project; Technical Specification Group Radio Access Net-
work”.

Referring to FIG. 1, the E-UMTS includes a User Equip-
ment (UE), base stations (eNode B; eNB), and an Access
Gateway (AG), which is located at an end of a network (E-UT-
RAN) and connected to an external network. The base sta-
tions (BSs) may simultaneously transmit multiple data
streams for a broadcast service, a multicast service and/or a
unicast service.

One or more cells may exist for one BS. One cell is set to
one of bandwidths of 1.25, 2.5, 5, 10, 15, and 20 Mhz to
provide a downlink or uplink transport service to several UEs.
Different cells may be configured to provide different band-
widths. Also, one BS controls data transmission and reception
for a plurality of UEs. The BS transmits Downlink (DL)
scheduling information of downlink data to the correspond-
ing UE to notify information related to time/frequency
domains to which data will be transmitted, encoding, data
size, and Hybrid Automatic Repeat and reQuest (HARQ).

Additionally, the BS transmits Uplink (UL) scheduling
information of uplink data to the corresponding UE to notify
information related to time and frequency domains that can be
used by the corresponding UE, encoding, data size, and
Hybrid Automatic Repeat and reQuest (HARQ). An interface
for transmitting user traffic or control traffic can be used
between the BSs. A Core Network (CN) may include the AG
and a network node or the like for user registration of the UE.
The AG manages mobility of a UE on a TA (Tracking Area)
unit basis, wherein one TA unit includes a plurality of cells.

The wireless communication technology has been devel-
oped up to the LTE based upon Wideband Code division
Multiple Access (WCDMA). However, the demands and
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expectations of the users and the manufacturers and providers
are growing continuously. Also, since other wireless access
technologies are constantly being developed, the wireless
communication technology is required to newly evolve in
order to ensure competiveness in the future. Accordingly,
characteristics, such as reduced cost for each bit, extended
service availability, usage of a flexible frequency band,
simple structure and open interface, and adequate power con-
sumption of the UE are being requested.

Recently, in 3GPP, standardization procedures for a suc-
cessive technology of LTE have been carried out. In this
specification, the successive technology will be referred to as
“LTE-Advanced” or “LTE-A”. One of the main differences
between an LTE system and an LTE-A system corresponds to
a difference in the system bandwidth. The LTE-A system is
targeted to support a maximum wide band of 100 MHz, and,
for this, the LTE-A system is designed to use carrier aggre-
gation or bandwidth aggregation technology that can achieve
wide band by using multiple frequency blocks. In order to use
awider frequency bandwidth, carrier aggregation is designed
to use multiple frequency blocks as a single large logical
frequency band. The bandwidth of each frequency block may
be defined based upon a bandwidth of a system block, which
isused in an LTE system. Each frequency block is transmitted
by using a component carrier.

FIG. 2 illustrates structures of a base station (105) and a
user equipment (110) in a wireless communication system
(100).

In order to illustrate a simplified structure of the wireless
communication system (100), although the wireless commu-
nication system (100) is shown to include one base station
(BS) (105) and one user equipment (UE) (110), the wireless
communication system (100) may include at least one or
more BSs and/or at least one or more UEs.

Referring to FIG. 2, the BS (105) may include a transmis-
sion (Tx) data processor (115), a symbol modulator (120), a
transmitter (125), a transceiving antenna (130), a processor
(180), a memory (185), a receiver (190), a symbol demodu-
lator (195), and a reception data processor (197). And, the UE
(110) may include a transmission (Tx) data processor (165),
a symbol modulator (170), a transmitter (175), a transceiving
antenna (135), a processor (155), a memory (160), a receiver
(140), a symbol demodulator (155), and a reception data
processor (150). Although it is shown in the drawing that the
BS (105) and the UE (110) each includes only one antenna
(130, 135), the BS (105) and the UE (110) each corresponds
to a multi-antenna being equipped with a plurality of anten-
nae. Therefore, the BS (105) and the UE (110) according to
the present invention support a MIMO (Multiple Input Mul-
tiple Output) system. Additionally, the BS (105) and the UE
(110) according to the present invention may support both
SU-MIMO (Single User-MIMO) and MU-MIMO (Multi
User-MIMO) schemes (or methods).

Within the downlink, the transmission data processor (115)
receives traffic data, formats the received traffic data, codes
the formatted traffic data, interleaves and modulates (or sym-
bol-maps) the coded traffic data, and provides the modulated
symbols (“data symbols”). The symbol modulator (120)
receives and processes such data symbols and pilot symbols
and provides a stream of symbols.

The symbol modulator (120) multiplexes data and pilot
symbols and transmits the multiplexed symbols to the trans-
mitter (125). Herein, each of the transmitted symbols may
correspond to a data symbol, a pilot symbol, or a signal value
of'zero. In each symbol cycle (or duration), the pilot symbols
may be consecutively transmitted. The pilot symbols may
correspond to Frequency Division Multiplexing (FDM),
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Orthogonal Frequency Division Multiplexing (OFDM), Time
Division Multiplexing (TDM), or Code Division Multiplex-
ing (CDM) symbols.

The transmitter (125) receives the stream of symbols and
converts the received stream to at least one or more analog
signals, and, also, by additionally adjusting (e.g., by ampli-
fying, filtering, and frequency upconverting such analog sig-
nals, the transmitter (125) generates a downlink signal, which
is suitable for transmission through a wireless channel (or
radio channel). Thereafter, the downlink signal is transmitted
to the UE through the antenna (130).

In the UE (110), the antenna (135) receives the downlink
signal from the BS and provides the received signal to the
receiver (140). The receiver (140) adjusts (e.g., performs
filtering, amplification, and frequency downconverting) and
acquires samples by digitalizing the adjusted signals. The
symbol demodulator (145) demodulates the received pilot
symbols and provides the demodulated pilot symbols to the
processor (125) for channel estimation.

Additionally, the symbol demodulator (145) receives a
frequency response estimation value respective to the down-
link from the processor (155), performs data demodulation on
the received data symbols, acquires data symbol estimation
values (corresponding to estimation values of the transmitted
data symbols), and provides the data symbol estimation val-
ues to the reception (Rx) data processor (150). The reception
data processor (150) performs demodulation (i.e., symbol
demapping), deinterleaving, and decoding on the symbol
estimation values, so as to recover the transmitted traffic data.

The processing of the symbol demodulator (145) and the
reception data processor (150) is complementary to the pro-
cessing of the symbol modulator (120) and the transmission
data processor (115) in the BS (105).

The UE (110), in the uplink, the transmission data proces-
sor (165) processes traffic data and provides data symbols.
The symbol modulator (170) receives and multiplexes data
symbols and performs modulation, thereby being capable of
providing a stream of symbols to the transmitter (175). The
transmitter (175) receives and processes the stream of sym-
bols, so as to generate an uplink signal, and, then, such uplink
signal is transmitted to the BS (105) through the antenna
(135).

In the BS (105), the uplink signal is received from the UE
(110) through the antenna (130), and the receiver (190)
acquires samples by processing the received uplink signal.
Subsequently, the symbol demodulator (195) processes the
acquired samples and provides pilots symbols that are
received with respect to the uplink and the data symbol esti-
mation values. The reception data processor (197) processes
the data symbol estimation values, so as to recover the traffic
data, which are transmitted from the UE (110).

Each ofthe processors (155, 180) respectively belonging to
the UE (110) and the BS (105) directs operations (e.g., con-
trol, adjustment, management, and so on) performed in each
of the UE (110) and the BS (105). Each of the processors
(155, 180) may be respectively connected to memory units
(160, 185), which store program codes and data. The memo-
ries (160, 185) are connected to the processor (180) and store
an operating system, applications, and general files.

The processor (155, 180) may also be referred to as a
controller, a microcontroller, a microprocessor, a microcom-
puter, and so on. Meanwhile, the processor (155, 180) may be
realized in the form of hardware or firmware, software, or in
a combination of hardware, firmware, and/or software. In
case of implementing the exemplary embodiment of the
present invention in the form of hardware, ASICs (Applica-
tion Specific Integrated Circuits), DSPs (Digital Signal Pro-
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cessors), DSPDs (Digital Signal Processing Devices), PLDs
(Programmable Logic Devices), FPGAs (Field Program-
mable Gate Arrays), which are configured to perform the
present invention, may be provided in the processor (155,
180). Meanwhile, in case of implementing the exemplary
embodiments of the present invention in the form of firmware
or software, the firmware or software may be configured to
include modules, procedures, or functions performing the
functions or operations of the present invention, and, the
firmware or software, which is configured to be capable of
performing the present invention, may be equipped inside the
processor (155, 180) or may be stored in the memory (160,
185) and then operated by the processor (155, 180).

Layers of a wireless interface protocol between a wireless
communication system (network) of the UE and the BS may
be categorized into a first layer (L1), a second layer (1.2), and
a third layer (L3) based upon 3 lower layers of an OSI (open
system interconnection) model, which is well-known in the
communication system. A physical layer corresponds to the
first layer and provides information transmission service
through a physical channel. An RRC (Radio Resource Con-
trol) layer belongs to the third layer and provides control radio
resources between the UE and the network. The UE and the
BS may exchange RRC messages with the wireless commu-
nication network through the RRC layer.

The term base station, which is used in the specification,
may also be referred to as a cell or sector in case of being used
in a regional sense. A serving base station (or cell) may be
viewed as a base station providing the conventional (or
legacy) main services to the user equipment, and a serving
base station (or cell) may perform transception (transmission/
reception) of control information within a coordinated mul-
tiple transmission point. In this respect, the serving base
station (or cell) may be referred to as an anchor base station
(or cell) (anchor cell). Similarly, a neighboring base station
may also be referred to as a neighboring cell that is being used
in the regional sense.

Multiple Antenna (MIMO) System

A multiple antenna (MIMO) technology relates to an appli-
cation of a technology that completes a message by collecting
(or gathering) segmented data fragments, each received from
multiple antennae, without relying on a single antenna path in
order to receive a message. Since a data transmission rate may
be enhanced within a predetermined range, or since the mul-
tiple antenna system may increase a system range respective
to a specific data transmission rate, the multiple antenna
technology corresponds to a next generation mobile commu-
nication technology that may be broadly used in mobile com-
munication terminal and relay stations, and so on, and, due to
its expansion in data communication, the multiple antenna
technology is being regarded as a next generation technology
that can overcome the restrictions in transmission size in
mobile communication, which has reached its limit.

FIG. 3(a) illustrates a block view showing the structure of
a general multiple antennae (MIMO) communication system.
As shown in FIG. 3(a), when the number of transmission
antennae is increased to N number of transmission antennae,
and then the number of reception antennae is increased to N
number of reception antennae, at the same time, unlike the
case when multiple antennae are only used in the transmitting
end and the receiving end, a channel transmission capacity
may theoretically be more increased in proportion to the
number of antennae. Therefore, the transmission rate may be
enhanced, and a frequency efficiency may also be enhanced
remarkably. A transmission rate respective to the increase in
the channel transmission capacity may be theoretically
increased as much as the maximum transmission rate (RO),
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which corresponds to a case when one antenna is used, being
multiplied by an increase rate (RI) shown below in Equation
1.

R=min(N;Ng) [Equation 3]

For example, in a MIMO communication system using 4
transmission antennae and 4 reception antennae, a theoretical
transmission rate 4 times that of a single antenna system may
be acquired. Evidence of such theoretical capacity increase of
the multiple antennae system was found and proven in the
mid 90’s. And, since then, diverse technologies for actually
enhancing the data transmission rate have been under
research and development. And, among such technologies,
some of the technologies are already being applied in diverse
wireless communication standards, such as the 3" generation
mobile communication and the next generation wireless
LAN.

Up to the current time, the research and development asso-
ciated to multiple antennae have been actively and diversely
carried out in many aspects, such as research in the aspect of
information theory associated to multiple antennae commu-
nication capacity calculation in diverse channel environments
and multiple access environments, research in drawing out
wireless channel measurements and models of a multiple
antennae system, research in time/space signal processing
technologies for enhancing transmission reliability and for
enhancing the transmission rate, and so on.

In order to provide a more detailed description of the com-
munication method in a multiple antennae system, a math-
ematical modeling of the communication method may be
shown as follows. As shown in FIG. 3(a), it will be assumed
that N, number of transmission antennae and N, number of
reception antennae exist herein. First of all, in case of a
transmitted signal (or transmission signal), since a maximum
number of information available for transmission in equal to
N, when N, number of transmission antennae exists, the
transmission information may be indicated in the form of a
vector as shown in Equation 4 below.

[Equation 4]

Meanwhile, a transmission power may vary for each of the
transmission information s, s,, . . ., Sy And, in this case,
when each of the transmission power is referred to as P,
Py Pas the transmission information having its trans-
mission power adjusted may be expressed in a vector form as
shown in Equation 5 below.

§=15, 8 ..., Sn)"=[Ps), Ps,, . ..., Psy )" [Equation 5]

Also, by using a diagonal matrix P of the transmission
power, § may be indicated as shown in Equation 6 below.

[Equation 6]
P
0 Ppy SNp
Meanwhile, consideration will be made on the configura-
tion of N number of transmitted signals x;, X, . . . , X, that
are actually being transmitted, when a weight matrix W is
applied to the information vector § having its transmission
power adjusted. Herein, the weight matrix performs the role
of adequately distributing transmission information to each
antenna in accordance with the transmission channel status

(or situation). Such transmitted signals X, X,, . . ., X, may be
expressed as shown in Equation 7 by using the vector X.
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Herein, W, represents a weight between an i” transmission
antenna and a j* information. W is referred to as a Weight
Matrix or a Precoding Matrix.

x wi Wi Wing 51 {Equation 7]
X2 Wiz Wiz WaNg 52
X = = R =
X; wp o wp Wing 35
*Np WhpL Wp2 oo Whpng || Snp
W3 = WPs

In case N number of reception antennae exist, the recep-
tion signal of each antenna y,, y,. . . ., Y, may be expressed
as a vector as shown below in Equation 8.

y=Duya .-, .VNR]T [Equation 8]

Meanwhile, in case of modeling a channel respective to a
multi-antenna communication system, the channel may be
differentiated in accordance with a transmission/reception
antenna index, and a channel starting from a transmission
antenna j to a reception antenna i will hereinafter be expressed
as h,,. Herein, it shall be noted that, in an index order of h,;, a
reception antenna index comes first and then a transmission
antenna index comes next.

Such channels may also be marked (or expressed) in vector
and matrix formats by grouping multiple channels to a single
group. FIG. 3(b) illustrates a channel starting from N, num-
ber of transmission antennae and a reception antenna i.

As shown in FIG. 3(b), a channel starting from atotal of N
number of transmission antennae and arriving at reception
antenna i may be expressed as shown below.

By 7= (P31, i
Additionally, in case of indicating all of the channels start-
ing from N, number of transmission antennae to N number
of reception antennae by using a matrix expression as shown
above in Equation 9, this may be expressed as shown below in
Equation 10.

[Equation 9]

[Equation 10]

T
by hy b hiny
H o hip oy
H= =
h hp ki hing
i hngt hnge oo By

Since an actual channel passes through a channel matrix H,
as shown above, and then has an AWGN (Additive White
Gaussian Noise) added thereto, if the AWGN n, n,, . . . , Iy,
added to each of the N number of reception antennae is
expressed in the form of a vector, it may be as shown below in
Equation 11.

[Equation 11]

A received signal that is acquired by using the Equations
presented above may be expressed as shown below in Equa-
tion 12.
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2 hi2  hip hony || *2 n
I . N
i o ko Ry || % n;
YNg hngt Bngz oo Bngny |l XNy g
Hx+n

Meanwhile, a number of columns and rows of the channel
matrix H, which indicates a channel situation (or status), is
decided by the number of transmission antennae and the
number of reception antennae. In the channel matrix H, the
number of rows is identical to the number of reception anten-
nae (Ng), and the number of columns is identical to the
number of transmission antennae (NT). More specifically, the
channel matrix H may be expressed as a NyxN, matrix.
Generally, between the number of rows and the number of
columns each being independent from one another, a rank of
a matrix is defined by the smaller number. Accordingly, the
rank of the matrix cannot have a value that is greater than the
number of rows or the number of columns within the matrix.
The rank of the channel matrix H may be expressed as Equa-
tion 13 shown below.

rank(H)=min(N;Ng) [Equation 13]

For the multiple antenna transmission/reception scheme,
which is being used for performing operation of a multiple
antenna system, FSTD (frequency switched transmit diver-
sity), SFBC (Space Frequency Block Code), STBC (Space
Time Block Code), CDD (Cyclic Delay Diversity), TSTD
(time switched transmit diversity), and so on, may be used. In
Rank 2 or higher, Spatial Multiplexing (SM), GCDD (Gen-
eralized Cyclic Delay Diversity), S-VAP (Selective Virtual
Antenna Permutation), and so on, may be used.

FSTD corresponds to amethod of gaining diversity gain by
allocating subcarriers of different frequencies for each signal
being transmitted to each of the multiple antennae. SFBC
corresponds to a method that can ensure both a diversity gain
in the corresponding dimension and a multiple user schedul-
ing gain by efficiently applying selectivity in the spatial
domain and the frequency domain. STBC corresponds to a
method of applying selectivity in a spatial domain and a
temporal domain. CDD corresponds to a method of gaining
diversity gain by using a path delay between each transmis-
sion antenna. TSTD corresponds to a method of differentiat-
ing signals being transmitted to the multiple antennae with
respect to time. Spatial multiplexing corresponds to a method
of increasing transmission rate by transmitting different data
for each antenna. GCDD corresponds to a method of applying
selectivity in a time domain and a frequency domain. S-VAP
corresponds to a method using a single precoding matrix,
which may be divided into a MCW (Multi Codeword) S-VAP
intermixing multiple codewords between the antennae in spa-
tial diversity or spatial multiplexing and a SCW (Single
Codeword) S-VAP using a single codeword.

Among the above-described MIMO transmission schemes
(or methods), the STBC method corresponds to a method of
gaining time diversity by having the same data symbol iter-
ated (or repeated) by using a method of supporting orthogo-
nality in a time domain. Similarly, the SFBC method corre-
sponds to a method of gaining frequency diversity by having
the same data symbol iterated (or repeated) by using a method
of'supporting orthogonality in a frequency domain. Examples
of'a time block code used in the STBC and a frequency block
code used in the SFBC are as shown below in Equations 14
and 15. Equation 14 indicates a block code corresponding to
a case when 2 transmission antennae are used, and Equation
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15 indicates a block code corresponding to a case when 4
transmission antennae are used.

1 S5 [Equation 14]
f( -85 St ]
S S 0 0 [Equation 15]
1 0 0 855 S
V2|-s st 0 0
0 0 -5 5

In Equations 14 and 15, S, (i=1, 2, 3, 4) represent modu-
lated data symbols. Additionally, in the matrices of Equations
14 and 15, the row of each matrix indicates the antenna port,
and the column of each matrix indicates time (in case of
STBC) or frequency (in case of SFBC).

Codebook Based Precoding Method

In order to support multi-antennae transmission, precoding
that can adequately distribute the transmission information to
each antenna in accordance with the channel situation may be
applied. The codebook based precoding method refers to a
method, wherein the transmitting end and the receiving end
decide a precoding matrix group in advance, wherein the
receiving end (e.g., UE) measures channel information
received from the transmitting end (e.g., base station) and
then feeds-back to the transmitting end information on the
precoding matrix that corresponds to the best-fitting precod-
ing matrix (i.e., Precoding Matrix Index (PMI), and wherein
the transmitting end applies the adequate precoding to the
signal transmission based upon the PMI.

Since this corresponds to amethod of selecting an adequate
precoding matrix from a pre-decided (or pre-defined) precod-
ing matrix group, although an optimal precoding is not
always applied, this method is advantageous in that the feed-
back overhead can be reduced as compared to explicitly feed-
ing-back optimal precoding information to the actual channel
information.

FIG. 4 illustrates a basic concept of codebook based pre-
coding.

In case of following the codebook based precoding
method, the transmitting end and the receiving end share
codebook information, which includes a predetermined num-
ber of precoding matrices that are pre-decided in accordance
with the transmission rank, number of antennae, and so on.
More specifically, in case the feedback information is finite,
the codebook based precoding method may be used. The
receiving end may measure a channel status through the
received signal and may, then, feed-back a finite number of
precoding matrix information (i.e., index of a corresponding
precoding matrix) to the transmitting end based upon the
above-described codebook information. For example, the
receiving end may select an optimal precoding matrix by
measuring a reception signal by using a ML, (Maximum Like-
lihood) or MMSE (Minimum Mean Square Error) method. In
FIG. 4, although it is shown that the receiving end is trans-
mitting precoding matrix information to the transmitting end
with respect to each codeword, the present invention will not
be required to be limited only to this.

After receiving the feedback information from the receiv-
ing end, the transmitting end may select a specific precoding
matrix from the codebook based upon the received informa-
tion. After selecting the precoding matrix, the transmitting
end may perform precoding by using a method of multiplying
a number of layer signals corresponding to the transmission
rank by the selected precoding matrix, and, then, the trans-
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mitting end may transmit the transmission signal, which is
processed with precoding, to the receiving end through mul-
tiple antennae. In the precoding matrix, the number of rows is
equal to the number of antennae, and the number of columns
is equal to the rank value. Since the rank value is equal to the
number of layers, the number of columns is equal to the
number of layers. For example, in case the number of trans-
mission antennae is equal to 4, and in case the number of
transmission layers is equal to 2, the precoding matrix may be
configured as a 4x2 matrix. By using the precoding matrix,
the information being transmitted through each of the layers
may be respectively mapped to each antenna.

After receiving the signal, which is precoded and transmit-
ted by the transmitting end, the receiving end may perform an
inverse processing of the precoding, which was performed in

the transmitting end, and may then recover the reception 15

signal. Generally, since a precoding matrix satisfies a unitary
matrix (U) condition, such as, U¥U?=I, the above-described
inverse-processing of precodlng may be realized by using a
method of multiplying an Hermit matrix (P¥) of the precod-

ing matrix (P), which is used in the precoding process of the 20

transmitting end, by the reception signal.

For example, Table 1 shown below represents a codebook
that is used for a downlink transmission by using 2 transmis-
sion antennae in 3GPP LTE Release-8/9, and Table 2 repre-

sents a codebook that is used for a downlink transmission by 25

using 4 transmission antennae in 3GPP LTE Release-8/9.

10

14

InTable 2, W, 3 is obtained as set {s}, which is configured
from an equation that is expressed as W, =I-2u u “/u Fu . At
this point, I represents a 4x4 singular matrix, and u,, corre-
sponds to a value given in Table 2.

As shown in Table 1 presented above, a codebook respec-
tive to 2 transmission antennae has a total of 7 precoding
vectors/matrices, and, herein, since the singular matrix is
used for an open-loop system, a total of 6 precoding vectors/
matrices are used for the precoding process in a closed loop
system. Additionally, in case of a codebook respective to 4
transmission antennae, as shown in Table 2, the codebook has
a total of 64 precoding vectors/matrices.

The above-described codebook has common properties,
such as a Constant modulus (CM) property, a Nested prop-
erty, a Constrained alphabet property, and so on. The CM
property corresponds to a property, wherein each element of
all precoding matrices included in the codebook does not
include ‘0’, and wherein each element is configured to have
the same size. The Nested property signifies that a precoding
matrix of a lower rank is designed to be configured as a subset
of a specific column included in a precoding matrix of a
higher rank. The Constrained alphabet property signifies that
the alphabets of each element of all precoding matrices
included in the codebook are configured of

TABLE 1 {il,ij,i(“/’),i(—“/)}_
vz V2
Codebook Number of layers v 30
index 1 2 InTable 2, W, 3 is obtained as set {s}, which is configured
0 LT Ll o from an equation that is expressed as W,=I1-2u,“/u u,. At
_[ ) } _[0 ) } this point, I represents a 4x4 singular matrix, and u,, corre-
V2 V2 55 sponds to a value given in Table 2.
As shown in Table 1 presented above, a codebook respec-
1 171 11 1 . . )
_[ } [ } tive to 2 transmission antennae has a total of 7 precoding
Val-l EIR vectors/matrices, and, herein, since the singular matrix is
5 used for an open-loop system, a total of 6 precoding vectors/

1 [ 1 } 1 [ ol } 4o atrices are used for the precoding process in a closed loop

V2 li 2§ - system. Additionally, in case of a codebook respective to 4
transmission antennae, as shown in Table 2, the codebook has

3 e [ 1 } - a total of 64 precoding vectors/matrices.

V2 L -] The above-described codebook has common properties,
such as a Constant modulus (CM) property, a Nested prop-
erty, a Constrained alphabet property, and so on. The CM

TABLE 4

Codebook Number of layers v

Index u, 1 2 3 4
0 uy=[1-1-1-1]7 Wollh Wity wli2ay3 w 1234
1 w=[-1j7 w it w2/ 1123hy/3 wy 1234k
2 w=[11-117 W, WL UI2EAT w1123 4/5 gy, (123415
3 uy=[1j1-]F W, W lI2bAT W, 1233 gy (1234) 5
4w =[-1-)pNZ-j( -J)/w/z w, W lhyg w, H24hy/T gy 1234) 5
5 us=[101-pVZj-1-a2)T wlt Wl W “24*/w/3 w5“234*/2
6 ug=[1(1+ V2 -j (-1+hV2]T W W lIBAT w 134} /5 Wt1234h)
7 w=[l(- 1+J)/w/2] L+ V2T Wit w i3hy/g w7“34*/w/§ w7“234*/2
8 ug=[l-111]7 Wllh Well2I7 W l2H /3 w1234y
9 ug=[l-j-1-j]7 Wl Wy Sk W, Siaan s W, KIESI
10 uge=[111-1)7 wm“*wm“”/w/z W, “23*/w/3w1 (1234} 5

11w, =[1j-1j1" W, w13k w“““*/«/swu“z“*/z

12 up=[1-1-1177 wlz“*wlz“z*/w/i W, 123 AFw 112345
W thw BT W 23hyaw 11234
14 uy,=[11-11)7 W W, 3T w123k Tw | 11234) )

W W 2T W 23w | 11234
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property corresponds to a property, wherein each element of
all precoding matrices included in the codebook does not
include ‘0’, and wherein each element is configured to have
the same size. The Nested property signifies that a precoding
matrix of a lower rank is designed to be configured as a subset
of a specific column included in a precoding matrix of a
higher rank. The Constrained alphabet property signifies that
the alphabets of each element of all precoding matrices
included in the codebook are configured of

{+1 L) (—1+j>}
1,y £ , £ .
V2 V2

Feedback Channel Structure

Basically, in a FDD (Frequency Division Duplex) system,
since the base station cannot know the information on a
downlink channel, the channel information that is fed-back
by the user equipment (UE) is used for the downlink trans-
mission. In case of the legacy 3GPP LTE Release-8/9 system,
the UE may feed-back downlink channel information through
a PUCCH or may feed-back downlink channel information
through a PUSCH. In case of the PUCCH, the channel infor-
mation is fed-back periodically, and, in case of the PUSCH,
the channel information is fed-back periodically. Addition-
ally, the feedback of the channel information may feed-back
the channel information respective to the entire frequency
band (i.e., WideBand (WB)), and the feedback of the channel
information may also feed-back channel information respec-
tive to a specific number of RBs (i.e., SubBand (SB)).

Extended Antenna Configuration

FIG. 5 illustrates examples for configuring 8 transmission
antennae.

FIG. 5(a) illustrates a case when each of N number of
antennae configures an independent channel without being
grouped, and, this is generally referred to as ULA (Uniform
Linear Array). As described above, by positioning multiple
antennae to be spatially spaced apart from one another, the
space of the transmitter and/or the receiver may not be suffi-
cient for configuring independent channels.

FIG. 5(b) illustrates an antenna configuration of a ULA
method, wherein two antennae form a pair (Paired ULA). In
this case, a correlated channel is formed between the two
antennae forming a pair, and this pair may have a channel that
is independent from another pair of channels.

Meanwhile, as opposed to using 4 transmission antennae in
a downlink in the legacy 3GPP LTE Release-8/9 system, in
the 3GPP LTE Release-10 system, 8 transmission antennae
may be used in a downlink. In order to apply such extended
antenna configuration, since multiple transmission antennae
are required to be installed in an insufficient space, the ULA
antenna configuration shown in FIG. 5(a) and FIG. 5(b) may
not be appropriate. Accordingly, a method of applying a dual-
pole (or cross-pole) antenna configuration, as shown in FIG.
5(c), may be taken into consideration. In case of configuring
the transmission antennae as described above, even if a dis-
tance d between the antennae becomes relatively shorter, by
reducing the antenna correlation, high-yield data transmis-
sion may be performed.

Codebook Structures

As described above, by having the transmitting end and the
receiving end share a pre-defined codebook, since an over-
head that is required by the receiving end for feeding-back the
precoding information, which is to be used for the MIMO
transmission performed by the transmitting end, may be
reduced, an efficient precoding may be applied.
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As an example of configuring a pre-defined codebook, a
precoder matrix may be configured by using a DFT (Discrete
Fourier Transform) matrix or a Walsh matrix. Alternatively,
diverse forms of precoders may be configured by being com-
bined with a phase shift matrix or a phase shift diversity
matrix.

In case of a co-polarization antenna group, DFT group
codebooks have excellent performs, and, herein, in configur-
ing a DFT matrix based codebook, a nxn matrix may be
defined as shown below in Equation 16.

1 i [Equation 16]
DFTn:D,k, ¢) = Texp(—]Zﬂk(/n),
n

k,t=0,1,....,n-1

With respect to a specific size n, only one matrix exists as
the DFT matrix shown in Equation 16, which is presented
above. Accordingly, in order to define various precoding
matrices and to adequately use the defined matrices in accor-
dance with the corresponding situation, a method of addition-
ally configuring a rotated version of the DFTn matrix and
using this rotated version may be taken into consideration.
Equation 17 shown below represents an exemplary rotated
DFTn matrix

G 1 i Equation 17]
rotated DFTn: DL 2k, £) = Texp(—]an((+ g/G)/n),
n

k=0,1,....,n-1,g=0,1,...,G.

In case of configuring a DFT matrix as shown above in
Equation 17, G number of rotated DFTn matrices may be
generated, and the generated matrices satisfy DFT matrix
properties.

Hereinafter, a Householder-based codebook structure will
be described in detail. A Householder-based codebook struc-
ture refers to a codebook that is configured of householder
matrices. A Householder matrix corresponds to a matrix that
is used for a Householder Transform, and a Householder
Transform corresponds to a type of linear transformation,
which may be used for performing QR decomposition. QR
decomposition refers to decomposing a matrix into an
orthogonal matrix (Q) and an upper triangular matrix (R). An
upper triangular matrix refers to a square matrix, wherein all
entries (or elements) below the main diagonal entries are
equal to 0. An example of a 4x4 Householder matrix is as
shown below in Equation 18.

[Equation 18]
1

My =1 —2’4014{-]/“’40“2 =

5

1
1
*
1
1 -1 -1 1

Wb =1 -1 -1 —1]

By performing the Householder Transform, a 4x4 unitary
matrix having the CM property may be generated. As
described above in the codebook for 4 transmission antennae
shown in Table 2, nxn matrix is generated by using the House-
holder Transform, and the matrix may be configured to be
used as a precoding matrix for a rank transmission lower than
n by using a column subset of the generated precoding matrix.
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Codebook for 8 Transmission Antennae

In a 3GPP LTE Release-10 system having an extended
antenna configuration (e.g., 8 transmission antennae), the
feedback method used in the legacy 3GPP LTE Release-8/9
system may be extended and applied. For example, Channel
State Information (CSI), such as RI (Rank Indicator), PMI
(Precoding Matrix Index), CQI (Channel Quality Informa-
tion), and so on, may be fed-back. Hereinafter, a solution for
designing a dual precoder based feedback codebook, which
can be used in a system supporting the extended antenna
configuration, will be described in detail. In the dual precoder
based feedback codebook, in order to indicate a precoder that
is to be used for the MIMO transmission of the transmitting
end, the receiving end may transmit a precoding matrix index
(PMI) to the transmitting end, and, herein, a precoding matrix
may be indicated by a combination of two different PMIs.
More specifically, the receiving end may feed-back to the
transmitting end two different PMIs (i.e., a first PMI and a
second PMI) to the transmitting end, and the transmitting end
may decide a precoding matrix, which is indicated by the
combination of the first PMI and the second PMI, and may
then apply the decided precoding matrix to the MIMO trans-
mission.

In designing the dual precoder based feedback codebook, 8
transmission antennae MIMO transmission, Single User-
MIMO (SU-MIMO) and Multiple User-MIMO (MU-
MIMO) support, suitability of diverse antennae configura-
tions, codebook design standard, codebook size, and so on,
may be taken into consideration.

As acodebook being applied to an 8 transmission antennae
MIMO transmission, a method for designing a feedback
codebook, which supports only SU-MIMO in case the trans-
mission rank is greater than Rank 2, and which is optimized
for both SU-MIMO and MU-MIMO in case the transmission
rank is equal to or lower than Rank 2, and which is suitable (or
adequate) for diverse antenna configurations may be taken
into consideration.

With respect to MU-MIMO, it is preferable that the user
equipments participating in the MU-MIMO are separated
from one another in the correlation domain. Accordingly, a
codebook for MU-MIMO is required to be designed to be
correctly (or properly) operated in a channel having a high
correlation. Since the DFT vectors provide satisfactory per-
formance in channels having high correlation, it may be con-
sidered to include DFT vectors in a codebook group of up to
Rank-2. Additionally, in a high scattering propagation envi-
ronment (e.g., an indoor environment having a large amount
of reflective waves, and so on), wherein a large number of
spatial channels can be generated, SU-MIMO operations may
be more appropriate as the MIMO transmission method.
Therefore, a codebook for a rank higher than Rank-2 may be
considered to be designed to have a satisfactory performance
in separating multi-layers.

In designing a precoder for MIMO transmission, it will be
preferable that one precoder structure is designed to have
satisfactory performance with respect to various antenna con-
figurations (low-correlation, high-correlation, Cross-polar-
ization, and so on). In positioning the 8 transmission anten-
nae, as a low-correlation antenna configuration, a Cross-
polarization array having an antenna interval of 4\ may be
configured, or, as a high-correlation configuration, a ULA
having an antenna interval of 0.5A may be configured, or, as a
Cross-polarization antenna configuration, a Cross-polariza-
tion array having an antenna interval of 0.5A may be config-
ured. A DFT based codebook structure may provide satisfac-
tory performance with respect to a high-correlation antenna
configuration.
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Meanwhile, with respect to the Cross-polarization antenna
configuration, block diagonal matrices may be more
adequate. Accordingly, in case a diagonal matrix is adopted to
the codebook for 8 transmission antennae, a codebook pro-
viding satisfactory performance with respect to all antenna
configurations may be configured.

As described above, the standard for a codebook design
corresponds to satisfying a unitary codebook, a CM property,
constrained alphabets, an adequate codebook size, a nested
property, and so on. This has been applied to the 3GPP LTE
Release-8/9 codebook design, and, it may also be considered
to apply such codebook design standard with respect to the
3GPP LTE Release-10 codebook design, which supports an
extended antenna configuration.

With respect to the codebook size, in order to sufficiently
support the advantages of using 8 transmission antennae, it
will be inevitable to increase the codebook size. In order to
obtain sufficient precoding gain from the 8 transmission
antennae in an environment having a low correlation, a large-
sized codebook (e.g., a codebook exceeding the size of 4 bits
with respect to Rank 1 and Rank 2) may be required. In an
environment having a high correlation, in order to obtain
precoding gain, a codebook having the size of 4 bits may be
sufficient. However, in order to achieve multiplexing gain of
MU-MIMO, the size of the codebook for Rank 1 and Rank 2
may be increased.

Based upon the description provided above, when the wire-
less communication system uses a transmit diversity system,
the present invention proposes a method for performing feed-
back by effectively forming a group so that channels can be
aligned along the same direction. The present invention is
most particularly effective when the transmitter uses a mas-
sive antenna using an active antenna system (hereinafter
referred to as AAS), and, as its main exemplary embodiment,
this may be used in a downlink communication between the
base station and the user equipment in a cellular network.

FIG. 6 illustrates an active antenna system (AAS).

In wireless communication systems of LTE Rel-12 or fol-
lowing LTE Rel-12, the introduction of the active antenna
system (AAS) is being considered. Unlike the conventional
passive antenna system, wherein a passive circuit capable of
adjusting the phase and size of a signal and an antenna are
separated from one another, the AAS refers to a system hav-
ing multiple antennae each configured of an active antenna
including an active circuit.

Most particularly, as active antennae are used in the AAS,
separate cable, connector, other hardware, and so on, for
connecting the active circuit to the antenna are not required,
and, accordingly, the AAS in highly efficient in the aspects of
energy and operation cost. Additionally, since the AAS sup-
ports an electronic beam control method for each antenna, a
more evolved MIMO technology, which is capable of form-
ing elaborate beam patterns or 3-dimensional (3D) beam
patterns, and so on, based upon beam directions and beam
widths, may be realized.

With the introduction of such evolved antenna systems,
such as AAS, a massive MIMO structure having multiple
input/output antennae and multi-dimensional antenna struc-
tures is also being considered. For example, unlike the con-
ventional linear antenna array (or alignment), in case of form-
ing a 2-dimensional antenna array, in accordance with the
active antennae of the AAS, a 3-dimensional beam pattern
may be formed.

Therefore, for the base station, in case of using a 3-dimen-
sional beam pattern, sector formation along a horizontal
direction of the beam as well as a vertical direction of the
beam may be considered. Moreover, for the user equipment,
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when forming a reception beam by using a massive reception
antenna, a signal power elevation effect respective to the
antenna array gain may be expected. And, accordingly, it will
be advantageous in that the performance requirements of the
system may be satisfies by merely using a power level lower
than that of the conventional system and method.

Hereinafter, based upon the description presented above, a
method of designing a codebook for a vertical antenna or a
codebook for a horizontal antenna, which is proposed in the
present invention, in order to perform beamforming so as to
allow a transmitting end having vertical antenna elements or
atransmitting end having horizontal antenna elements deliver
a signal having a large amount of antenna gain to a specific
receiving end, will be described in detail.

In the related art wireless communication system, the
antennae were configured to have antenna elements installed
along a horizontal direction, and horizontal antenna beams
were mostly considered. Accordingly, in order to send out
data of high signals to the receiving end, beamforming was
generally performed along a horizontal direction. However,
the introduction of a technology considering antenna ele-
ments that are installed in the transmitting end along a vertical
direction as well as vertical antenna beams is current being
taken into consideration, and due to such introduction, expec-
tations in higher transmission gain may be anticipated.

FIG. 7 illustrates a referential view for describing an
antenna element having the present invention applied thereto.

In the present invention, as shown in FIG. 7, it is assumed
that an antenna having antenna elements respective to a ver-
tical direction (or antenna elements respective to a horizontal
direction) installed in a portion of the transmitting end or in
the entire transmitting end is used. In FIG. 7, 4 antenna
elements are spaced apart from one another ataninterval of d,,
along the vertical direction. At this point, an azimuth angle ¢
and an elevation angle 6 decide a direction of an antenna
beam, which faces positionu in FIG. 7. An element of channel
V, which is configured of a phase difference caused by path
differences in the antenna elements, may be expressed as
shown below in Equation 19.

V,u(0,9)=exp(2m:j-(m—1)-d,-cos(0)/)) [Equation 19]

In Equation 19, m=1,2, . . . M (wherein M corresponds to a
number of antenna elements for beamforming along vertical/
horizontal directions). In Equation 19, A signifies a wave-
length of a radio wave. In Equation 19, a cos 6 part may be
expressed as one of 4 expressions, such as +cos 0 or +sin 0, in
accordance with angle configuration with a starting point
along the vertical direction (or horizontal direction) in the
antenna array.

At this point, a codebook for a precoding vector may be
selected as one column or several columns from a matrix
essentially having a DFT matrix. A general DFT matrix thatis
being considered at the point is as shown below in Equation
20.

1

;27(m—1)(n—1)
o

L [Equation 20]

M x M
Dy =

wherein,

m=12,....M,n=1,2, ..., M-a

In Equation 20, (mn) signifies an element of (m,n) in matrix
D, and a signifies an oversampling factor.

Hereinafter, after describing a codebook assuming rank 1
(i.e., a case when 1 layer exists), which is proposed in the

20
present invention, an exemplary extended application for a
codebook based upon a rank that is higher than rank 1 will be
described in detail. Accordingly, for the Rank 1 codebook, if
acodeword is selected from Equation 20, a method of limiting
(or restricting) elements of the DFT matrix of Equation 20 is
proposed.

w

Essentially, the columns of matrix D of Equation 20 have

the characteristics of having the elements within one column

1o beincreased linearly. Accordingly, in matrix D, in a n™” col-
umn, the phase of the elements is incremented (or increased)

by

15 2x(n—1)

Ma

Such increase is quantized as much as a value of Ma between
20 0~2m, thereby being shared by each column. Such phase
increase is defined as AP.

Based upon the description presented above, in the present
invention, when the columns of the DFT matrix configure the
entire codebook, or configure a portion of the codebook, there
may be limitations in the phase increase of each column.

Therefore, in the present invention, elements of the precod-
ing vector W will first be defined as shown below.

30
[Equation 21]

On = ——=exp(=j-(m=1)-bpeam). m= 1,2, ... M

1
M
35 Equation 21 shows a case when the precoding vector cor-
responds to one of the columns included in the DFT matrix.
Accordingly, in the DFT matrix of Equation 20, in case the n”*

column corresponds to the precoding vector, a value of 0,

2 becomes equal to

2n(n—1)
Ma

45

and this value may signify the phase increase AP. Based upon
the above-described precoding vector, a total antenna gain G
may be expressed as shown below in Equation 22 by using

0 Equation 19 and Equation 21.

M
D¢

m=1

2 [Equation 22]
G = 10log, [ E }

55

In the above-described Equation 22, G may be viewed as a
total antenna gain that is obtained by gathering (or collecting)
M number of antenna elements. In order to maximize such

60 antenna gain pattern,

2

M
3o
m=1
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shall be maximized in Equation 22, and, at this point, in the
precoding vector w,,,, the 0 shall be set as

beam

dy

27 P
5 cos

of Equation 19. Accordingly, if the 0,,_,,, is accurately set to

nd,

cosf,

the antenna gain is set to a multiple of M.

In this case, a value range of

2nd,

Aphase = cosf,

which corresponds to a value of the phase different caused by
the path differences in Equation 19, may be adjusted. More

specifically, this is because the range of the value of the phase 2

difference (Aphase) determines the value range of 6,_,,,.
When it is assumed that the value of d,, is equal to 0.5, and
when it is assumed that the range of 0 is 0°<0=<180°, the range
of the value of the phase difference (Aphase) may be deter-
mined as —-nt=<Aphase=m.

Therefore, since the value of 0,,,, can cover the entire
range, there is no need to limit the value of 6,,,,, bin the
present invention. Nevertheless, in a Macro cell, provided that
is can be assumed that the transmitting end (e.g., base station)
is located at a position that is higher than the receiving ends
(e.g., user equipments), even if the range of the value 0 is
broadly determined in FIG. 7, it will be sufficient to determine
the range as 90°<0=<180°, and, accordingly, the range of the
Aphase value shall become —w=<Aphase=0.

Therefore, when creating the DFT codebook, instead of
quantizing the phase increase as much as the Ma value
between 0~27, the phase increase may be quantized as much
as the Ma value between —ni~0. Accordingly, by quantizing a
smaller range, since codewords more closely aligned (or posi-
tioned) (with a specific range) may be generated (or created)
by using the same quantization bit, the system performance
may be enhanced.

FIG. 8 illustrates a referential view of a case of adjusting “

beamforming according to the present invention.

When the beam direction of a main lobe according to the
present invention is intended to be set to 120°, in order to
maximize the direction of the beam having a path difference
of

Ao ond, (2% x
phase = TCOS(?]——E,

FIG. 8(a) illustrates a case when the 6,,,,,, is set to

22

However, if the 0,,,,, is set to

T

5 2’

the main beam shall indicate 60°, as shown in FIG. 8(b), and,
as described above, this indicates that, in a situation when the
range of the 6 value has a range of 90°<6<180°, setting is not
required to be made. Therefore, in a situation when the range
of'the 6 value has a range of 90°<6<180°, a codeword having

10

as its phase increase becomes unnecessary.

Accordingly, in the present invention, in some case, when
a=0=p is being required, it is proposed that 6,,,,, is to be
limited as shown below when designing the DFT codebook.
In Equation 23 to Equation 30 shown below, since the cos 0
part can be alternately expressed as +cos 6 or +sin 0 in
accordance with angle configuration with a starting point
along the horizontal direction in the antenna array, each case
5 has been separately expressed.

20

2nd, . 2nd, [Equaiton 23]
Trmn(cosoz) <AP<x 3 max(cosf)

30
2nd, . 2nd, [Equaiton 24]
Tmm(—cosoz) <AP<x T max(—cosf)

35
2rd, . . 2rd, . [Equaiton 25]

3 min(sing) < AP < Tmax(smﬁ)

40

2nd, . i 2nd, i [Equaiton 26]
min(—sine) < AP < —— max(—sinf)
45 A A

More specifically, since 0 is set within a predetermined
range, in case of applying a case when the cos 0 part corre-
sponds to cos . (or sin at), when 0 is equal to o, and, in case
ofapplying a case when the cos 0 part corresponds to cos f§ (or
sin §), when 0 is equal to 3,

2nd, . 2nd, [Equaiton 27]
Trmn(cosoz, cosff) <AP < T max(cosa, cosf)
55
d, . 2nd, [Equaiton 28]
—— min(—cosa, —cosf) < AP < ——max(—cosa, —cosf})
60 A A
2nd, . . . 2rd, . . [Equaiton 29]
65 Trmn(smoz, sinf) < AP < T max(sine, sinf3)
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2nd, . . . 2rd, . . [Equaiton 30]
Trmn(—smoz, —sinff) < AP < 3 max(—sine, —sinf)

In Equation 23 to Equation 30, when there are limitations
(or restrictions) in the phase increase AP, the AP may be
expressed as shown in Equation 31.

y=AP=d [Equation 31]

Accordingly, in the present invention, if a d—y value is
greater than 27, we may design the DFT codebook by using
Equation 20, as in the conventional method. However, if the
d—y value is smaller than 2m, the DFT codebook may be
defined as shown below in Equation 32.

D(ZZ{”" _ 1 exp(j{y(m e (§—y)m—-1Dn-1) }] [Equation 32]

VM Ma ,

whereinm=1,2,... ,M,n=1,2,... ,M-a

In the codebook that is designed as shown in Equation 32,
since unnecessary codewords are not used, the system per-
formance may be enhanced.

In the present invention, as described above, although the
phase increase AP can be limited (or restricted) by using the
DFT matrix, the phase increase AP may be limited by directly
defining the 0,,,,,, as shown in Equation 21. This is because
the AP performs the same function as the 6,,,,,,,. Accordingly,
the 6,,,,, may be defined as shown below in Equation 33.

0peamE10;}, Whereini=1,2, .. ., 2F [Equation 33]

In Equation 33, L indicates a bit value that is assigned to the
0,0um- In Equation 33, when the limitations respective to
Equation 31 is applied, 6, of Equation 33 may be defined as
shown below in Equation 34.

(6-y)i-1) L [Equation 34]

L ,whereini=1,2,... ,2

As described above, although the precoding vector W
respective to the vertical direction is being described under
the assumption of Equation 21, a precoding vector respective
to Equation 35 may also be considered.

1 (—2m- - 1)-d @ " [Equation 35]
W = eXpl—2m- j-m —1)-ay - COS(Opeam2
VM
m=1,2,... M

In Equation 19, since a cos 0 part may be expressed as one
of'4 expressions, such as +cos 0 or +sin 0, in accordance with
angle configuration with a starting point along the vertical
direction (or horizontal direction) in the antenna array,
accordingly, cos(0,,,,,,) may be expressed in 4 expressions,
such as +c0s(0,,,.,2) or +sin(0,.,,.)- In case of using the
precoding shown in Equation 35, 6,,,,,,, may be designed as
shown in Equation 36.

0peum2E{0;}, wherein i=1,2, . .., 2F [Equation 36]

In Equation 36, L signifies a bit value that is assigned to
0 0am2- Accordingly, based upon the above-described precod-
ing vector in the Equation, a total antenna gain G may be
expressed as shown below in Equation 37 by using Equation
19 and Equation 35.

10

15

20

25

30

35

40

45

50

55

60

65

24

M
PR

m=1

2 [Equation 37]
G = 10log, [ E }

In order to maximize such antenna gain pattern,

2

M
D vin ¥
1

is required to be maximized in Equation 37, and, at this point,
in the precoding vector w,,,, 0,...... may become 6 of Equation
19. Accordingly, if 6,_,,. 1s accurately set to 0, the antenna
gain may become a multiple of M.

Inthis case, even in case there is no condition of <0<}, the
value of 0,_,,., may be required to be limited (or restricted).
For example, when it is assumed that the value of d,, is equal
to 4A, and when it is assumed that there are no limitations in
the range of 0, the range of the value of Aphase shall become
-8m=Aphase=8m. At this point, if the range of the value of
0peam> 18 set to 0=6,,_..-<2m, the phase increase of the pre-
coding vector in Equation 35 becomes

nd,

c0SOpeama»

and the range of this value shall be

v

—8r =< — coSOpeamz = 87.

More specifically, even though the values of —87~-m and the
values of m~8m can be replaced with the values of -t~ the
codeword may be separately generated (or created). Accord-
ingly, the value of 0,,,,, is required to be limited (or
restricted) as shown below in Equation 38.

[Equation 38]

cos’l( A

7 ) < Opeama < cos’l(—

%)

In Equation 38, the values of

and

are selected from O~t.
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Furthermore, in Equation 38, when the following defini-
tions are made,

f= cos’l(zidv), g= cos’l(—zidv), o;

of Equation 36 may be defined as shown below in Equation
39.

10
0, =f+ 7@ _fz)L(l_ 1), wherein i=1,2, ... ,2F (Equation 39]
. . . . 15
Moreover, in the present invention, in some cases, when
a=0=f is being required, when designing {6,},6,.,,,, may be
limited (or restricted) as shown below in Equation 40.
a=0;.0m=p [Equation 40] 20
Accordingly, in the present invention, when the f—a value
is greater than & in Equation 40, Equation 39 shall be used.
However, if the f—a value is smaller than 7, 6, of Equation 36
shall be designed as shown below in Equation 41.
25
i1 .
Oi=a+ %, wherein i=1,2,... ,2¢ (Equation 41]
Additionally, in the present invention, Equation 32, Equa- 30
tion 34, and Equation 41 may limit (or restrict) the beam to a
corrected form as shown below in Equations 42 to 44.
1 X 2a(m—Dn-1) [Equation 42] 35
MxMa _ _
Dy © = WeXP(J{(m Dy+ BV }],
whereinm=1,2,... .M, n=1,2,... M-a
40
0 =vy+ 2nti- 1), wherein i=1,2,... ,2F (Equation 43]
2Lpy
45
6, =a+ -1 ,wherein i=1,2,... ,2F (Equation 44]
2tpy
50
When Equation 42 is defined as a corrected equation of
Equation 32, which corresponds to
B 55
pL= E’
the two equations are shown to be identical to one another.
Similarly, when Equation 43 is defined as a corrected equa- 60
tion of Equation 34, which corresponds to
_ 2n
PEs=y 65

26

the two equations are shown to be identical to one another.
Furthermore, when Equation 44 is defined as a corrected
equation of Equation 41, which corresponds to

the two equations are shown to be identical to one another.

Presented above is a description on a codebook using col-
umns of a DFT matrix that is proposed in the present inven-
tion. In other words, when the range of the main beam is
a=0=p, in the description provided above, the codebook has
been designed so that the phase increase or the 8, value can be
evenly (or equally) divided within the determined range.
Hereinafter, a case when the phase increase or the 0, value is
unevenly divided within the determined range of the main
beam will be described in detail.

FIG. 9 illustrates a referential view showing a case of
having 4 main beams generated by a codebook of 2 bits. In
FIG. 9, each of the main beams is set (or configured) to
respectively coverregions s, ,s,,85,5,4. At this point, depending
upon how s, ,s,.55,8, are designed, the phase increase or the 0,
value may be unevenly divided. Essentially, s,,5,,55,5, may be
designed to have the same surface area, and, in this case, the
phase increase of the 6, value may not have even (or equal)
values.

First of all, a method of designing such uneven phase
increase or 0, value in the present invention will hereinafter be
described in detail. First of all, it will be assumed that the size
of'the codebook is equal to L bits. At this point, a surface area
that is covered by the main beam, which is generated by 2-
number of codewords, is defined as s,. At this point, a group of
0 (i.e., Equation 19), wherein each of the main beams respec-
tively faces the center of's,, , is defined as ®={¢,, ¢,, . .., 5L}
When the range of the main beam is a=0<f, it will be
assumed that each of the transmitting/receiving ends is
informed in advance of a method of designing ©={¢,,
AR 2 2

Under this assumption, in case of applying Equation 21 for
precoding, the codebook of 6,,,,, may be designed as

{Zﬂ- % -cosgo;},

and the codebook of 8, ,,, may be expressed as shown below
in Equation 45.

d, tion 45
Opeam € {Zn- T -cosgp;} (Equation 4]

In Equation 45, as a similar variation of the cos 6 part,
which is variably expressed as £cos 0 or £sin 6 in accordance
with angle configuration with a starting point along the ver-
tical direction (or horizontal direction) in the antenna array, in
Equation 19, in Equation 45, a cos ¢, part may be variably
expressed as £cos ¢, or +sin ¢,.

In case of applying Equation 35 for precoding, the code-
book of 6,,,,,., may design as {cos ¢,}, which allows each of
the main beams within the main beam range of <8, ,,..,<p to
respectively face the center of each s;, and the codebook of
0 may be expressed as shown below in Equation 46.

beam

0pcamE1c0s ¢} [Equation 46]
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In Equation 46, as a similar variation of the cos 0 part,
which is variably expressed as xcos 0 or £sin 6 in accordance
with angle configuration with a starting point along the ver-
tical direction (or horizontal direction) in the antenna array, in
Equation 19, in Equation 45, a cos ¢, part may be variably
expressed as +cos ¢; or xsin ¢,.

In the description presented above, restrictions on the ele-
ments in a DFT matrix of a codebook for 1 layer (1 rank) have
been proposed. Hereinafter, a case when the 1 rank system
according to the present invention is extended to a codebook
having a higher rank will hereinafter be described in detail.

For simplicity in the description, in accordance with one of
the codebooks shown in Bquation 32 or Equation 42, AT will
be assumed as a codebook for rank 1, which is created with
restricted main beams (i.e., in case of rank r, the codebook
will be defined as AUY). At this point, one codeword is defined
asd, {17, as shown below in Bquation 47 (i.e., in case of) r, the
codewords will be defined as d, ).

i i ]T [Equation 47]

A — [ ef%2n

N

At this point, the codeword of a rank 2 codebook may be
defined as shown below in Equation 48.

2/ PLn 2/ PLn [Equation 48]
o 1 el eI2n pl /#”
oV
2(M-1k T

M oI I

In Equation 48, the value of k, is set to one of the values
among {1,2, ..., M-1}. When configuring the value ofk, in
orderto set this value only with the values that exist within the
range of the Main beam, k, is selected so as to match with the
range of the phase increase y=AP=d shown in Equation 31. If
a k, value meeting with this condition (or requirement) does
not exist, a Rank 2 codebook is not designed. In Equation 48,
it may be easily known that two columns are orthogonal. By
using this method, a codeword of a rank r codebook may be
defined as shown below in Equation 49.
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exist, codebooks only up to Rank Nr,,, codebook are
designed. For example, in case =M=4, values ofk,=1, k,=3,
k;=2 may be assigned for a Rank 3 codebook. However, in
case k; and k, create a restricted main beam that satisfies
Equation 31, and in case k; deviates from the range of the
main beam, which is restricted in accordance with Equation
31, it may be assumed that codebooks only up to Rank 2
codebook can be transmitted/received.

A case when the rank is extended by using Equation 34 or
Equation 43 will hereinafter be described in detail. At this
point, when values of 0,_,,,, each having an r-rank are given as
{6,143,0,13, .., 0,07}, by using the same method as Equa-
tion 49, the values of {0,%, 0,835, . . | 0,7) may be
expressed for each rank with respect to i, as shown below in
Equation 50.

{051)’ 952)’ 953)’ e, 05”} - [Equation 50]

2k
o gy 297 g, 20
M

P Zk(Mfl)ﬂ}
s =

In Equation 50, values 0,{!} that are respective to i have
already been described above in Equation 34 or Equation 43.
Additionally, although the values ofk,, k,, .. ., k,_, may each
be assigned with a different value, each value may be
assigned with one of 1,2, ..., M-1. In case of a full rank,
wherein r=M, each of the k,, k,, . . ., k,_; values may be
respectively assigned with a value from 1,2, . . . , M-1.
Additionally, when configuring the values ofk, k,, ..., k,_,
in order to set this value only with the values that exist within
the range of the Main beam, each ofk, k,, ..., k,_; may be
selected so as to match with the range of the phase increase
y=AP=d shown in Equation 31. If only a Nr,,,_ number of k,
values meeting with this condition (or requirement) exist,
codebooks only up to Rank Nr,, . codebook are designed.

A case when the rank is extended by using one of Equations
39, 41, and 44 will hereinafter be described in detail. At this
point, when values of 6, ,,,, each having an r-rank are given
as {6,043, 0,123, | eif’?}, by using the same method as
Equation 49, the values of {6,113, 6,73 ..., 6,17} may be
expressed for each rank with respect to i, as shown below in
Equation 51.

eI?1n ei?n eI?1n ei?Ln [Equation 49]
. . 2k . 2k . 2k
e?2n I2n of o 2 pf “ 2/n el'"ﬁ,,ﬂ
1 4% 4% 4k
A= —| Jtsn  nei i B ol PR
vrM
. . 2(M -1 . L 2(M Dk . 2(M-1)k,_
TP VI et W o T
In Equation 49, although the values ofk , k,, .. ., k,_; may
each be assigned with a different value, each value may be I I R g [Equation 51]
assigned with one of 1,2, . .., M-1. In case of a full rank, ” " o
. ks ¥ e -
wherein r=M, each of the k;, k,, . . ., k,_, values may be 60 {9}” A Bty B L M}
M M M

respectively assigned with a value from 1,2, ..., M-1.
Additionally, when configuring the values of k;, k,, . . .,

k,_,, in order to set this value only with the values that exist

within the range of the Main beam, each of k, k,, ..., k,_;

may be selected so as to match with the range of the phase 65 tionally, although the values of k., k,, ...,k

increase y=AP=<d shown in Equation 31. If only a Nr,,,, num-

max

ber of k, values meeting with this condition (or requirement)

In Equation 51, values 6,1 that are respective to i are
shown in Equation 39, Equation 41, or Equation 44. Addi-
, k,_, may each be

assigned with a different value, each value may be assigned
withone of 1,2, ..., M-1. Incase of a full rank, wherein =M,
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each of the k, k,, . . ., k,_, values may be respectively
assigned with a value from 1,2, . . ., M-1. When configuring
the values of'k,, k,, . . ., k,_;, in order to set this value only
with the values that exist within the range of the Main beam,
eachofk,, k,, ...,k is selected so as to match with the
range of the main beam a=<6,,,,,,<p according to Equation
40. If only a Nr,,,, number of k; values meeting with this
condition (or requirement) exist, codebooks only up to Rank
Nr,,... codebook are designed.

A case when the rank is extended by using Equation 45 will
hereinafter be described in detail. At this point, when values
ot 0, each having an r-rank are given as {61.{1}, 0,3, ...,
0,13} by using the same method as Equation 49, the values of
16,13, 6,12} ., 6,7} may be expressed for each rank with
respect to i, as shown below in Equation 52.

o, 0, 6%, ... [Equation 52]

o 6+

6=
21

2%
o =28
M M

o Zk(Mfl)”}
' M

In Equation 52, values 6,1} that are respective to i are
shown in Equation 45. Additionally, although the values ofk |,
k., ...,k,_, may each be assigned with a different value, each
value may be assigned with one of 1,2, ..., M-1. In case of
a full rank, wherein r=M, each of the k,, k,, . . ., k,_, values
may be respectively assigned with a value from 1,2, ..., M-1.
When configuring the values ofk,, k,, ..., k,_,, inorderto set
this value only with the values that exist within the range of
the Main beam, each ofk, k,, . . ., k,_; is selected so as to
match with the range of the main beam c.<0=<f. IfonlyaNr,,, .,
number of k, values meeting with this condition (or require-
ment) exist, codebooks only up to Rank Nr,,,,. codebook are
designed.

A case when the rank is extended by using Equation 46 will
hereinafter be described in detail. At this point, when values
of 0, , each having an rrank are given as {01},
0,3, .., e;{’}}, by using the same method as Equation 49,
the values of {6,1, 6,52, ..., 6,3} may be expressed for
each rank with respect to i, as shown below in Equation 53.

{0411)’ 9412)’ 9413)’ [Equation 53]

o 6+

Lo =
21

2kom

k-7
o+ o1 2oy
M

In Equation 51, values 6,1} that are respective to i are
shown in Equation 46. Additionally, although the values ofk,
k., ...,k,_, may each be assigned with a different value, each
value may be assigned with one of 1,2, ..., M-1. In case of
a full rank, wherein r=M, each of the k,, k,, . . ., k,_, values
may be respectively assigned with a value from 1,2, ..., M-1.
When configuring the values otk , k,, ..., k,_;, in orderto set
this value only with the values that exist within the range of
the Main beam, each ofk;, k,, . . . , k,_, is selected so as to
match with the range of the main beam a<6,,,,,,<p. If only a
Nr,,... number of k; values meeting with this condition (or
requirement) exist, codebooks only up to Rank Nr,,,,, code-
book are designed.

Any one of 1) o and p values, ii) or a and P, values, iii) or
y and d values, iv) or y and P, values, which determines
Equations 32, 34, 41, 42, 43, and 44 may be predetermined
between the transmission and the reception, and, depending
upon the situation, the transmitting end may send any one set
to the receiving end. (Herein, since Equation 39 is available

10

15

20

25

30

35

40

45

50

55

60

65

30

for setting when the o and [ values are absent, separate
signaling or feedback may not be required.) Alternatively, the
receiving end may determine the 1) o and { values, ii) or y and
d values in accordance with its position (or a channel situation
(or status) that is known by the receiving end itself), and,
thereafter, the receiving end may perform a semi-static feed-
back.

Additionally, when the transmitting end signals to the
receiving end or when the receiving and feeds-back to the
transmitting end any one of'1) o and f§ values, ii) or c. and P,
values, iii) ory and d values, iv) or y and P, values, both values
(e.g., o and f) may be signaled/fed-back. However, after
fixing one ofthe values (e.g., ) as a value pre-arranged by the
transmitting end and the receiving end, signaling/feedback
may be performed on the other remaining value (e.g., ).
More specifically, for example, when the transmitting end
signals the values of a and { to the receiving end, or when the
receiving end feeds-back the values of a and p to the trans-
mitting end, in a situation when

[T

is prearranged by the transmitting end and the receiving end,
the P value may signaled or fed-back as a value equal to or
greater than the value of

More specifically, in the present invention, the transmitting
end may signal any one of i) o and 3 values, ii) or o and P,
values, iii) or y and d values, iv) or y and P, values to the
receiving end, and, furthermore, the signaling may be notified
by the transmitting end to the receiving end via RRC signal-
ing.

Accordingly, in case the transmitting end signals any one
of 1) a and f values, ii) or o and P, values, iii) or y and &
values, iv) or y and P, values to the receiving end, the present
invention proposes that this may be used in combination with
a CSI request field. A CSI request field is configured of 1 bit
or 2 bits within the DCI. In case the field is configured of 1 bit,
when ‘1 is received, this indicates that the CSI report is being
triggered (triggering). In case the field is configured of 2 bits,
for example, the CSI request field is as shown below in Table
3 and Table 4.

TABLE 3

Value of CSI

request field Description

‘00 No aperiodic CSI report is triggered
‘01 Aperiodic CSI report is triggered for serving cell ¢
‘107 Aperiodic CSI report is triggered for a 1% set of

serving cells configured by higher layers
‘11 Aperiodic CSI report is triggered for a 2" set of

serving cells configured by higher layers
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TABLE 4

Value of CSI
request field Description

‘00° No aperiodic CSI report is triggered

‘01° Aperiodic CSI report is triggered for a set of CSI
process(es) configured by higher layers for serving cell ¢

‘10° Aperiodic CSI report is triggered for a 15 set of CSI

process(es) configured by higher layers
Aperiodic CSI report is triggered for a 2" set of CSI
process(es) configured by higher layers

11’

For users being set to Transmission mode (TMs) 1~9, the
CSIrequest field is interpreted as Table 3, and for users being
set to Transmission mode (TM) 10, the CSI request field is
interpreted as Table 4.

Accordingly, the present invention proposes a combined
format of a portion, wherein the transmitting end signals any
one of i) a and  values, ii) or o and P, values, iii) or y and 8
values, iv) ory and P, values to the receiving end, is combined
with the CSI request field, which is described in the example
presented above.

Therefore, according to the present invention, in addition
to the conventional indication, a method of signaling any one
of 1) a and f values, ii) or a and P, values, iii) or y and &
values, iv) or y and P, values may be defined in Table 3 and
Table 4.

For example, in case of TM 1~9, ‘00’ still does not request
for a CSI report. ‘01 performs an aperiodic CSI report for a
serving cell, and, herein any one of i) o and § values, ii) or @
and P, values, iii) or y and 0 values, iv) or y and P, values,
which limits (or restricts) the main beam, may use the fixed
value as a default value. Most essentially, values may be fixed
as a=90°, $=180°. As shown in FIG. 7, when the angle of 6
starts from 0° along the z axis, this value indicates that the
main beam is used up to 90°<0<180°. Evidently, other values
may also be used as the default value, and, similarly, 1) o and
P, values, ii) or y and § values, iii) or y and P, values may also
be used as pre-fixed default values.

Each of ‘10’ and ‘11’ performs aperiodic CSI report on
serving cells, which is set-up (or configured) by a higher
layer, while a limitation (or restriction) value of a beam of a
main lobe is provided via RRC signaling by using any one of
i) a.and p values, i) or a and P, values, iii) or y and 8 values,
iv) or v and P, values. Alternatively, among the two values,
one value is used as a pre-defined value, and only the other
remaining value may be processed with RRC signaling.

Additionally, in case of TM10, ‘00’ still does not request
for a CSI report. ‘01 performs an aperiodic CSI report for a
serving cell, and, herein any one of i) o and § values, ii) or @
and P, values, iii) or y and 0 values, iv) or y and P, values,
which limits (or restricts) the main beam, may use the fixed
value as a default value. Most essentially, values may be fixed
as a=90°, $-180°. As shown in FIG. 7, when the angle of 6
starts from 0° along the z axis, this value indicates that the
main beam is used up to 90°<0<180°. Evidently, other values
may also be used as the default value, and, similarly, 1) o and
P, values, ii) or y and § values, iii) or y and P, values may also
be used as pre-fixed default values.

Each of ‘10’ and ‘11’ performs aperiodic CSI report on
serving cells, which is set-up (or configured) by a higher
layer, while a limitation (or restriction) value of a beam of a
main lobe is provided via RRC signaling by using any one of
i) a.and p values, i) or a and P, values, iii) or y and 8 values,
iv) or v and P, values. Alternatively, among the two values,
one value is used as a pre-defined value, and only the other
remaining value may be processed with RRC signaling.
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According to the above-described example, it has been
described that a fixed value is being used with respect to the
‘01’ state (regardless of the transmission mode) in association
with the 1) a and  values, ii) or o and P, values, iii) or y and
d values, iv) or v and P, values. However, in the present
invention, although a subband size may be fixed in the ‘01’
state, the fact that the subband size can be adjusted via RRC
signaling shall not be excluded. For example, among the 1) o
and { values, ii) or a and P, values, iii) or y and 8 values, iv)
ory and P, values, some of the fixed values are collected so as
to configure one group, and a value may be designated from
the group via RRC signaling. Such set may be configured so
that the receiving end and the transmitting end can share the
set in advance before transmitting/receiving the signal.

When AP is limited (or restricted) in the DFT matrix code-
book proposed in the present invention, although this
restricted codebook may be used when the transmitting end
selects a precoding vector for a vertical antenna from the
receiving end, the present invention may also be used when
the transmitting end sends a plurality of procoded reference
signals to a reference signal. For example, the transmitting
end may transmit R number of reference signals by multiply-
ing M number of antenna ports by R number of precoding
vectors having the size of M. After measuring the R number of
reference signals, which are received from the transmitting
end, the receiving end may be capable of knowing a precoded
channel most adequate to the receiving end itself. The trans-
mitting end may also use the codebook Equation 31, which
limits (or restricts) the AP, from the DFT matrix codebook
proposed in the present invention as the precoding vector that
is used in this case. In this case, the transmitting end is not
required to notify the receiving end of any separate informa-
tion (o and f).

FIG. 10 illustrates a referential view of a preferred exem-
plary embodiment of the present invention.

Referring to FIG. 10, the user equipment (UE) receives a
downlink signal from the base station (BS) (S1001).

More specifically, in step S1001 of FIG. 10, the base station
may transmit the above-described precoded signal according
to the exemplary embodiment of the present invention. In
S1001, information/configuration/rules and so on for allow-
ing the base station and the user equipment to transmit/re-
ceive signals may be configured (or determined) in accor-
dance with the description provided above according to the
exemplary embodiments of the present invention. And, in
some cases, these may also be decided as a combination of at
least parts of the above-described exemplary embodiments.

In the method for efficiently transmitting a signal in a
multi-antenna wireless communication system of the present
invention, which is described above with reference to FIG.
10, the features described above in the diverse exemplary
embodiments of the present invention may be independently
applied or two or more exemplary embodiments may be
simultaneously applied, and overlapping description will be
omitted for clarity.

The above-described embodiments of the present inven-
tion correspond to predetermined combinations of elements
and features and characteristics of the present invention.
Moreover, unless mentioned otherwise, the characteristics of
the present invention may be considered as optional features
of the present invention. Herein, each element or character-
istic of the present invention may also be operated or per-
formed without being combined with other elements or char-
acteristics of the present invention. Alternatively, the
embodiment of the present invention may be realized by
combining some of the elements and/or characteristics of the
present invention. Additionally, the order of operations
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described according to the embodiment of the present inven-
tion may be varied. Furthermore, part of the configuration or
characteristics of any one specific embodiment of the present
invention may also be included in (or shared by) another
embodiment of the present invention, or part of the configu-
ration or characteristics of any one embodiment of the present
invention may replace the respective configuration or charac-
teristics of another embodiment of the present invention.
Furthermore, it is apparent that claims that do not have any
explicit citations within the scope of the claims of the present
invention may either be combined to configure another
embodiment of the present invention, or new claims may be
added during the amendment of the present invention after the
filing for the patent application of the present invention.

In this document, particular operations of the present
invention that are described as being performed by the base
station may also be performed by an upper node of the base
station. More specifically, in a network consisting of multiple
network nodes including the base station, it is apparent that
diverse operations that are performed in order to communi-
cate with the terminal may be performed by the base station or
b network nodes other than the base station. The term base
station may be replaced by other terms, such as fixed station,
Node B, eNode B (eNB), Access Point (AP), and so on.

The above-described embodiments of the present inven-
tion may be implemented by using a variety of methods. For
example, the embodiments of the present invention may be
implemented in the form of hardware, firmware, or software,
or in a combination of hardware, firmware, and/or software.
In case of implementing the embodiments of the present
invention in the form of hardware, the method according to
the embodiments of the present invention may be imple-
mented by using at least one of ASICs (Application Specific
Integrated Circuits), DSPs (Digital Signal Processors),
DSPDs (Digital Signal Processing Devices), PLDs (Pro-
grammable Logic Devices), FPGAs (Field Programmable
Gate Arrays), processors, controllers, micro controllers,
micro processors, and so on.

In case of implementing the embodiments of the present
invention in the form of firmware or software, the method
according to the embodiments of the present invention may
be implemented in the form of a module, procedure, or func-
tion performing the above-described functions or operations.
A software code may be stored in a memory unit and driven
by a processor.

The memory may be located inside or outside of the pro-
cessor, and the memory unit may transmit and receive data to
and from the processor by using a wide range of methods that
have already been disclosed.

The present invention may be realized in another concrete
configuration (or formation) without deviating from the
scope and spirit of the essential characteristics of the present
invention. Therefore, in all aspect, the detailed description of
present invention is intended to be understood and interpreted
as an exemplary embodiment of the present invention without
limitation. The scope of the present invention shall be decided
based upon a reasonable interpretation of the appended
claims of the present invention and shall come within the
scope of the appended claims and their equivalents. There-
fore, it is intended that the present invention covers the modi-
fications and variations of this invention provided they come
within the scope of the appended claims and their equivalents,
and it is not intended to limit the present invention only to the
examples presented herein.

INDUSTRIAL APPLICABILITY

Although the above-described method for efficiently trans-
mitting a signal in a multi-antenna wireless communication
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system and apparatus for the same are described based upon
an example being applied to the 3GPP LTE system, the
present invention may also be applied to various wireless
communication systems, in addition to the 3GPP LTE system,
by using the same method.
What is claimed is:
1. A method transmitting a signal by a transmitting end in
a wireless communication system supporting a multi-an-
tenna, the method comprising:
transmitting a downlink signal based on a precoding matrix
(W) for an antenna comprising a plurality of antenna
elements aligned perpendicularly,
wherein the precoding matrix (W) corresponds to a code-
book configured so that phase increase is limited with
respect to a plurality of precoding vector values popu-
lating a same column,
wherein the codebook is defined as shown below in Equa-

tion A,
1 6 — -Dn-1 tion A
D(’tl,,ﬁ)M" = Wexp(j()’(m -D+ 7( )/)(mMa )on )}] (Equation A]

wherein m=1,2, . .., M, n=1,2, ..., M-a, and

wherein D(mn)M"Ma represents elements of (m, n) in a
DFT matrix configuring the codebook,

wherein M signifies a number of the plurality of antenna
elements, and wherein o signifies an oversampling
factor,

wherein y represents a lowermost value in a range of the
elevation angle, and

wherein d represents an upper limit value in a range of
the elevation angle.

2. The method of claim 1, wherein the phase increase is
configured based upon an elevation angle (0,,,,,,) between the
plurality of antenna elements and a receiving end.

3. The method of claim 1, wherein a difference between the
lowermost value in the range of the elevation angle and the
upper limit value in the range of the elevation angle (6—y) is
less than 2.

4. The method of claim , wherein the elevation angle is
defined as shown below in Equation B,

S—yi-1
WED)

[Equation B]

wherein y represents a lowermost value in a range of the
elevation angle, wherein d represents a upper limit value
in a range of the elevation angle, wherein, and wherein
indicates a bit value assigned to the elevation angle
(ebeam)'

5. The method of claim 1, wherein the phase increase is
configured to allow a coverage of a beam generated in accor-
dance with the codebook to become even.

6. The method of claim 1, wherein information on the
phase increase is indicated by a Channel State Information
request field (CSI Request field) within downlink control
information.

7. The method of claim 6, wherein the Channel State Infor-
mation request field is differently interpreted with respect to
a Transmission mode.

8. The method of claim 6, wherein the phase increase is
selected from a predetermined candidate group with respect
to a value indicated by the Channel State Information request
field.
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9. A base station transmitting a signal in a wireless com-
munication system supporting a multi-antenna, the base sta-
tion comprises:

a Radio Frequency Unit (RF Unit); and

a Processor,

wherein the Processor is configured to transmit a downlink

signal based on a precoding matrix (W) for an antenna

comprising a plurality of antenna elements aligned per-

pendicularly,

wherein the precoding matrix (W) corresponds to a
codebook configured so that phase increase is limited
with respect to a plurality of precoding vector values
populating a same column,

wherein the codebook is defined as shown below in
Equation A,

N (E=ym-1n-1) })’ [Equation A]

1
Difate = ——exo{yim-1) -

(mn) W

whereinm=1,2, ..., M, n=1,2, ..., M-a, and

wherein D(mn)M"Ma represents elements of (m, n) in a
DFT matrix configuring the codebook,

wherein M signifies a number of the plurality of antenna
elements, and wherein o signifies an oversampling
factor,

wherein y represents a lowermost value in a range of the
elevation angle, and

wherein J represents an upper limit value in a range of
the elevation angle.
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